
CALGAZ 58

CALGAZ.COM

North America
Global Headquarters (Houston, TX) 
+1 713 624 8000

Customer Service (Cambridge, MD) 
+1 800 638 1197  

Manufacturing Facility (Cambridge, MD) 
+1 410 228 6400 
email: info@calgaz.com

Europe and Africa 
Cheshire, UK 
+44 161 968 5060 
email: info@airliquide.co.uk

Middle East and North Africa
Dubai, U.A.E. 
+971 4 239 5565  
email: info@airliquide.co.uk 

Asia
Singapore 
+65 6265 3788 
email: asia@airliquide.co.uk

Australia
Victoria  
+613 9290 1135 
email: alavicsales@airliquide.com

New Zealand
Auckland  
+64 9 622 3960  
email: alnzhealthcare@airliquide.com

China
Shanghai 
+86 21 6090 3711  
email: asia@airliquide.co.uk

Recommended Equipment
Model 715, DFR 2000 Series, or Trigger regulators.
Connection is 5/8-18UNF thread.
Most applications require Teflon® tubing.

Approvals
The Calgaz 58 Cylinder meets European 
Standard EN12205, U.S. DOT-39 and Canadian 
TC-39M Specifications. 

Note: All mixtures are N.I.S.T. traceable.

RECOMMENDED SHELF LIFE

Non-Reactive Mixtures 36 months

H2S, H2S/CO/LEL/O2/N2, SO2 and C6H6 Mixtures 24 months

NH3, PH3, NO, and HCN Mixtures 18 months

ETO, SiH4 and HCL Mixtures 12 months

CL2 Mixtures 9 months

NO2 Mixtures 6 months

For nearly 40 years the Calgaz brand has been synonymous with unsurpassed quality, 
reliability and service. Our passion for quality is demonstrated in every product we ship. 
This commitment is what sets us apart from every other calibration gas provider. 
Calgaz remains the industry leader because our customers continue to have complete 
confidence in the accuracy and reliability of our calibration gas products.

Calgaz creates partnerships with our customers in order to understand their needs and 
provide solutions that exceed their expectations. 

If it’s important to our customers, it’s important to us.

Contents
58 liters

Dimensions
14 1/4” x 3 1/2”/362 mm x 89 mm

Weight
1.6 lb/0.73 kg
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